
Envelopes can be manufactured in an almost endless number of 
sizes and shapes. Non-stocked standard items are available as 
part of Mohawk’s 3-10 day quick-turn program. Custom envelopes 
can be manufactured from any Mohawk paper, in any standard or 
special size. 

custOM envelOpe 
style guide

Open end envelopes have the 
opening and seal flap on the short 
dimension and are well-suited to 
hand insertion. Larger, open end 
envelopes are also called catalog 
envelopes. Open side envelopes 
have the opening and seal flap on 
the long dimension and are ideal for 
automatic insertion applications. 
Mohawk recommends contacting your mail house prior to 
ordering envselopes to determine whether the contents of 
your envelope are compatible with their inserting machinery.

Envelopes are measured with the flap 
side up. The size is stated in inches 
with the shortest dimension first. 
Seal gum is measured from the top 

of the seal flap to where the gum line 
stops. Throat depth is measured from 
the top fold score line to the lowest 
point on the bottom flap. Side flap 
is measured from the side fold to its 
farthest point at the envelope center.
Window dimensions are stated with 
the height first, then the length. 
The window is horizontal to the 
flap unless specified otherwise. 
When ordering window envelopes 
be sure to specify size, position, 
patch material, and window shape.
(continued)

For samples or to buy envelopes contact your local envelope supplier or visit 
mohawkconnects.com.

Mohawk envelopes are manufactured with windpower by offsetting emissions from purchased electricity with  
Renewable Energy Certificates (RECs) from Green-e certified windpower projects. 
Visit www.mohawkconnects.com/environment for more information.
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For samples or to buy reams 
and envelopes contact 
your local merchant or visit 
mohawkconnects.com
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custOM envelOpe style guide
Visit mohawkconnects.com to order a swatchbook or samples.

The standard style window is an 
1.125 x 4.5 rectangle with rounded 
corners. Drawings of custom 
window shapes should be faxed, or 
emailed, to customer service. 
Mohawk stocks a standard .00125” 
matte poly window film with excellent 
low dust, low scratch characteristics. 
Window materials including poly, 
clear, open (no patch material), and 
environmental choices are available.
Solid or patterned security tints are 
a popular method for adding privacy. 
Standard tint patterns are available 
and customized tints can be designed. 
These can include logos or messages 
that show through a window. 

The two common methods for printing 
envelopes are offset lithography and 
flexographic printing. Offset lithography 
produces a clear, well-defined image 
area and provides excellent ink 
coverage. Conversion envelopes are 
pre-printed on folio sized sheets which 
are then converted into envelopes. 
High-speed flexography equipment 
uses water based inks for fast drying 
on the folding machine. Envelopes can 
be printed prior to being run through 
the folding machine (before fold) or 
in-line on the folding machine.
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envelOpes Are stOcKed 
in tHe fOllOWing pApers

Mohawk BriteHue

Mohawk Carnival

Mohawk Everyday Digital

Mohawk Loop

Mohawk Opaque

Mohawk Options

Mohawk Skytone

Mohawk Superfine

Mohawk Via

Strathmore Premium

Strathmore Pure Cotton

Strathmore Writing

MOHAWK cAn prOvide 
envelOpe cOnfigurAtiOn 
including

Minimum size 1.6875 x 2.75

Maximum size 24 x 36

Flexo and one to four 
color offset printing

Foil stamping

Embossing

Preprinted litho conversion

Window envelopes in 
standard and custom 
sizes and shapes

Expansion envelopes up 
to 15 x 20 x 2 inches

Pressure sensitive 
and latex seals

Foil lining and tints

Clasp and string and 
button closures

Tabbed, banded, and shrink 
wrapped packaging

envirOnMent

Carbon neutral choices

FSC® certified choices

Green-e certified

Green Seal certified choices

Manufactured with 
windpower

For samples or to buy envelopes contact your local envelope supplier or visit 
mohawkconnects.com.
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